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MODEL PR-PD-63-XXX-XXASHQ
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Reference Kyowa Manufacturing Drawing AK-22D017

THE INFORMATION CONTAINED HEREIN IS
CONFIDENTIAL, IS SUBMITTED IN CONFIDENCE, AND IS
PROPRIETARY INFORMATION OF PULSEROLLER AND
SHALL BE USED ONLY IN CONJUNCTION WITH AND
PERFORMANCE OF THE CONTRACT OF WHICH THIS
DRAWING FORMS A PART, AND SHALL NOT, WITHOUT
PULSEROLLER PRIOR WRITTEN APPROVAL, BE
REPRODUCED OR IN ANY OTHER WAY USED IN WHOLE
OR IN PART BY OTHERS.

PULSEROLLER
WWW.PULSEROLLER.COM
SUPPORT@PULSEROLLER.COM
GLOBAL_SUPPORT@PULSEROLLER.COM
SALES: SALES@PULSEROLLER.COM
GLOBAL_SALES@PULSEROLLER.COM

INCLUDED ITEMS
ITEM DESCRIPTION QTY

1 M20P1.5 Hex Nut 2

2 TOOTHED LOCK WASHER 2

PR-PD-63-xxx-xxASHQ
TUBE DIA 63.5 mm

INTERLOCK MICRO-V HUB
MOTOR END THREADED M20 SHAFT

IDLER END SPRING LOADED HEX

CONNECTOR JST - SENERGY

xxx = RL in mm
xx  = Speed Code


